
MINI-PORT MASTER FLASH®

Another solution for 
your installation problems

Aztec does it again!
*Complete specification data and testing methods are available upon request.

Weather Protection
Made of E.P.D.M. or Silicone,

ISO Quality, Price & Availability / TWO COMPOUNDS 

these flashings are compounded specifically 
for maximum resistance to weathering due 
to ozone and ultraviolet light.

Adaptable Base
The base is designed to mold to most panel 
configurations and roof pitches regardless 
of pipe location. 

Easy to see pipe diameters make for 
painless on-site installation. 
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Modification Made Simple

EPDM SILICONE
ADVANCED OZONE RESISTANCE tested to... 70 hour @ 500 pphm 70 hour @ 500 pphm
HIGH TEMPERATURE RESISTANCE
Tested to Intermittent +135°C  (+275°F) +260°C  (+500°F)

Continuous +100°C  (+212°F) +225°C  (+437°F)

LOW TEMPERATURE RESISTANCE tested to... – 55°C     (-67°F) –74°C    (–101°F)

COMPRESSION SET minimum... 25% 50%

• Accommodates:
ONE Port 0” - 13/16” (0 - 20mm) pipe / cable
ONE Port 1/4“ - 3/8” (6.3 - 9.6mm) pipe / cable

One Design - Handling Many Jobs “2 Port Design” 
Multiple Functions

C-Base Diameter

B-Cut to suit pipe size

3” 
(76mm)

0” - 13/16 
(0 - 20mm)

Flashing Details

ClosedA-Top Opening Diameter

Compound

Black EPDM

Silicone

Part No.

MP051BA

MP052RA

Grey EPDM MP051GA
Mini
Port

Pipe Range

One center port for 0”- 13/16” 
(0 - 20 mm) pipe/cable

One port up to 1/4 - 3/8” 
(6.3 - 9.6mm) pipe /cable
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